
USER INSTRUCTIONS 
 
 
 
 

 
                                            Users Guide:  PPE Cat.2 Glove 
 

          These products are classed as Personal Protective Equipment (PPE) by the 
            European PPE Directive 89/686/EEC and have been shown to comply with this 

Directive through the Harmonised European Standard EN 388:2003. 
 

The user must select the appropriate gloves for the task in hand. 
 

Performance  015293 

 
Mechanical  

Testing 
To EN388 

 

 
  
 
 

 Glove – Hide palm, split back, 
lined, knitwrist – EN388 - 

KEEPsafe 

   

   

Abrasion Resistance  2 

Blade Cut Resistance  1 

Tear Resistance  2 

Puncture Resistance  2 

 

Abrasion Resistance Scale from 1 to 4 Scale from 1 to 4 

Blade Cut Resistance Scale from 1 to 5 Scale from 1 to 5 

Tear Resistance Scale from 1 to 4 Scale from 1 to 4 

Puncture Resistance Scale from 1 to 4 Scale from 1 to 4 

 
They have been subject to an type EC Type Test Examination performed by: SGS 
United Kingdom Limited, Inward Way, Rossmore Business Park, Ellesmere Port, 
Cheshire, CH65 3EN – Notified Body No. 0120 

 
Glove Sizes (marked according to EN420): 10 

Not suitable for chemical applications 
 
 

 
Cleaning and Maintenance 

These gloves should not be washed or laundered. 
New and used gloves should be thoroughly inspected for damage before use. 

Information regarding protection refers to the working surface, i.e. ‘the palm’ of the glove, 
which has been submitted to testing. 

The protection levels indicated are only valid for new gloves. 
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Product Code: 015293 – GLOVE – HIDE PALM, SPLIT BACK, 

LINED, KNITWRIST – EN388 KEEPsafe 

Registered Company No. 2902454 
Postal Code: TW7 4EX 


