overage Guide

SUITABLE FOR PORCELAIN,
CERAMIC & NON-MOISTURE
SENSITIVE NATURAL STONE

SETS IN 2-3 HOURS

FIBRE REINFORCED, READY TO GROUT IN 3 HOURS

SELF LEVELLING COMPOUND

o Flexible
« Ideal for use over timber substrates

WALLS & FLOORS

SUITABLE FOR UNDERFLOOR /
UNDERTILE HEATING

SUITABLE FOR RIGID PLYWOOD

« Suitable for use with underfloor OVERBOARDED FLOORS

heating
INTERNAL & EXTERNAL USE

« 3-40 mm thickness

Mapeker Rapid-Set Flex
20kg bag at 5mm thick, approx. coverage 4m?

Ultraplan Renovation Screed 3240
25kg bag at 3mm thick, approx. coverage 6m?

Floor & Wall Tile Adhesive
20kg bag at 5mm thick, approx. coverage 4m?
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INTERIOR AND EXTERIOR

1 RIGID PLYWOOD

kD FLOORS

Fast Set Adhesive
10Kkg bag at 5mm thick, approx. coverage 2m?

Keraquick S1
10Kkg bag at 5mm thick. approx. coverage 2m?
bkg bag at 5bmm thick, approx. coverage 1m?

Please Note

CERAMIC TILES,
WALLS AND FLOORS,

All coverage rates are average values and may vary dependant upon the flatness of the

substrate, and the size of the notched trowel used.

AADHESIVES - SEALANTS - CHEMIGAL PRODUCTS FOR BUILDING
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