
OUR PRODUCT RANGE: 
Recommended installation heights & lumen output 
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 Part Code Wattage Lumens Beam Range
 LFS6B130 8W 600lm 6-9m
 LFS6W130 8W 600lm 6-9m
 LFS6B150 8W 600lm 6-9m
 LFS6W150 8W 600lm 6-9m
 LFS12B130 15W 1200lm 7.5-12m
 LFS12W130 15W 1200lm 7.5-12m
 LFS12B150 15W 1200lm 7.5-12m
 LFS12W150 15W 1200lm 7.5-12m
 LFS18B130 22W 1200lm 9-15m
 LFS18W130 22W 1800lm 9-15m
 LFS18B150 22W 1800lm 9-15m
 LFS18W150 22W 1800lm 9-15m
 LFS30B130 38W 3000lm 12-18m
 LFS30B150 38W 3000lm 12-18m

“Instant  Illumination with LED”
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LED = REDUCED POWER CONSUMPTION
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ENERGY SAVINGS
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• BLACK OR
 WHITE FINISHES
• PIR & NON PIR

 

Quick Guide to
FLOOD LIGHTS



WHAT ARE
LUMENS? 

Total amount of light emitted by a source

MORE LUMENS MORE LIGHT

ADJUSTABLE PIR DETECTION

“Prevent Break-ins”
www.luceco.com
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BEAM RANGE: 
approx. 3 x Installation Height “Perfect 

For Driveways
& Gardens”
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