





4. After loading, push the magazine slider (10) back into the magazine (12) until it
clicks into place (Fig. C, step 2). Ensure that the nail strip (20) is engaged between
the shot duct (13b) and the nail feeder (11).

WARNING! Don'’t load nails of different lengths into the magazine (12)

at the same time.

Don’t mix nails into the magazine (12).

Don’t use excessive force when opening, loading or closing the
magazine (12).

m Battery pack (not included)

Attaching / releasing the battery pack

1. Align the battery pack (18) with the sliding slots of the battery docking port (7) and
slide the battery pack (18) in to attach it. Ensure it clicks in place (Fig. D).

2. Press the release button (18c) and remove the battery pack (18) from the battery
docking port (7) (Fig. E, steps 1, 2).

Charging the battery pack

The battery pack (18) for this product has been shipped in a low charge condition.
Charge it fully before first use.

Refer to the charger’s instruction manual for the details.

Battery capacity indicators

The battery pack (18) is equipped with the battery capacity indicators (18a) which are
used to give an indication of the battery pack’s remaining capacity (Fig. F). Refer to the
battery pack’s instruction manual for details.

Intended use

This cordless 55mm Nailer ERI967NAL is designated with a rated voltage of
18 V ———. It is designed only to be used with the battery pack which is listed in the
chapter of “Technical specifications”.

The product is intended for nailing fabrics, leather, cardboard, foils, insulation material
and similar materials to a soft surface, such as wood or wood-like materials. The
product is not suitable for fastening wall or ceiling panelling.
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Do not use the product for any other purpose.
For safety reasons it is essential to read the entire instruction manual before first
operation and to observe all the instructions therein.

Before you start

m Protection

m User interface

Use the user interface (4) to set operation program, check product status (Fig. G).

Symbol Definition Function
Power switch | On: Press and hold the power switch button for more than
button 0.5 seconds to switch on the product after connecting

a fully charged battery pack; The work light (16) will
automatically light up the tip portion of the product.

OFF: Press and hold the power switch button for more
than 0.5 seconds to switch off the product. All indicators
on the user interface (4) will turn off.

Power The power indicator will light up to indicate that the
indicator power is on.
When the battery is near empty, the power indicator will
turn red.
Full sequential | The full sequential firing indicator will light up for full
firing mode sequential firing, this is beneficial for the precision
indicator placement of nails one after the other.

Contact firing | The contact firing indicator will light up for contact firing,
l\\\ mode indicator | this is beneficial for the rapid insertion of nails without
having to release the on/off trigger (2).

@@t
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Symbol Definition Function

O Mode button | Firing mode button (A): Press the mode button(A) to
shift the full sequential / contact firing mode.

Inflating/firing mode button (B): Press and hold the mode
button (B) for more than 2 senconds to switch bettween
full inflating/firing mode.

Firing mode The firing mode indicator will light up for nailing operation.
indicator

Inflation mode | The inflation mode indicator will light up during
indicator exchanging internal components. Please go to after
service for maintenance only.

Bh

@ Depth of drive adjustment

WARNING! Select the lowest impact force sufficient for nailing.
Take into account the length of the nails you are using as well as hardness
of the material you are working with.

-

—_

Turn the depth of drive adjustment (17) to the marking “+” to achieve deeper
penetration (Fig. H).

2. Turn the depth of drive adjustment + (17) to the marking “-” to achieve lower
penetration.

m Belt hook

WARNING! When the nailer is attached to the belt, position yourself to
avoid entanglement with surrounding objects.

The belt hook (8) is already pre-assembled on the left side of the product.

1. When using the belt hook (8), press and hold the power switch button (@) for more
than 0.5 seconds to switch off the product if needed.

2. Press the belt hook (8) in its compressed direction, and then rotate the belt hook
(8) counter-clockwise by approx. 130 degrees until you hear a slight click and lock
sound, then release the belt hook (8) (Fig. I, steps 1, 2, 3).

3. The belt hook (8) can be hooked on your belt or pocket as shown in Fig. J.

4. Follow the same steps above to retract the belt hook (8) at the opposite angle.

25
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1. Check the product, battery pack (not supplied) and charger (not supplied) as well
as accessories for damage before each use. Do not use the product if it is damaged
or shows wear. Take care of any problem you find or have the product checked by
qualified specialist.

2. Double check that the accessories and tool attachments are properly fixed.

3. Always hold the product on the handle grip (3). Keep the handle dry to ensure safe
operation.

4. Ensure that the air vents (6) are always unobstructed and clear. Clean them if

necessary with a soft brush. Blocked air vents may lead to overheating and damage
the product.

5. Remove the battery pack (18) immediately if you are disturbed while working by
other people entering the working area.

6. Do not overwork yourself. Take regular breaks to ensure you can concentrate on
the work and have full control over the product.

7. While working, ensure that the product does not strike hard objects, as this can
cause damage.

m Checking

° NOTE: Before operating the product, perform the following tests to check
i | the function of the safety yoke (13) and the on/off trigger (2).

Remove the nails out of the magazine (12).

Connect a fully charged battery pack (18) to the battery docking port (7).

Press and hold the power switch button (® for more than 0.5 seconds to switch on

the product (Fig. K).

4. The power indicator @3), the firing mode indicator @33 and the full sequential firing
mode indicator will light up as shown in Fig. L.

5. Press the safety yoke (13) on a piece of scrap soft wood, then squeeze the on/off
trigger (2). The safety yoke (13) and the on/off trigger (2) should move smoothly.

6. Lift the safety yoke (13) from the scrap soft wood, check if the safety yoke (13) will
be automatically drawn back.

7. Squeeze the on/off trigger (2) without pressing the safety yoke (13), the firing
should not be performed.

8. If any malfunctions occur, stop using the product immediately and return to the

dealer.

wnN =
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Important safety features

1. In full sequential firing operation mode, pull the on/off trigger (2) within
5 seconds after the safety yoke (13) is pressed, the nailer will fire once; pull
the on/off trigger (2) later than 5 seconds after the safety yoke (13) is
pressed, the nailer will not fire.

2. The power switch cannot be turned on when the safety yoke (13) or/and the
on/off trigger (2) are pressed down.

3. If the power switch is turned on for 30 minutes without using the nailer, the
power switch will automatically turn off; When not using the nailer, please do
not turn on the power switch, otherwise it may cause accidents.

° NOTE: There is a gap between the safety yoke (13) and the shot duct
| § (13b). Make several trials to nail at your desired position (Fig. M).

m Full sequential firing operation

1. Ensure the battery pack (18) is assembled on the battery docking port (7).
. Insert the nail strip (20) in the magazine (12).

3. Press and hold the power switch button (@) for more than 0.5 seconds to switch on
the product (Fig. K).

4. The power indicator @3, the firing mode indicator and the full sequential firing
mode indicator will light up as shown in Fig. L.

5. Turn the depth of drive adjustment (17) to a suitable setting.

6. Ensure that no people or animals are in the work area.

7. Hold the product firmly on the handle grip (3) with one hand. Always keep your
hand away from the shot duct (13b).

8. Press the safety yoke (13) onto the material/workpiece that you want to nail
(Fig. N, step 1).

9. Maintain the contact pressure and briefly press the on/off trigger (2) (Fig. N, step 2).

10. Once the nail from the shot duct (13b) has been completely driven in, release the
on/off trigger (2) and lift the safety yoke (13) from the workpiece (Fig. N, step 3).
Never fire again at the same spot.

11. Repeat step 1 to step 3 for performing more firings.

° NOTE: In full sequential firing mode, the safety yoke (13) should be
| | pressed before squeezing the on/off trigger (2).

Carefully set the safety yoke (13) down on the material. Soft workpieces
(e.g. pine wood) could be damaged if you press down too hard.

m Contact firing operation
1. Press the firing mode button (A) to switch the firing mode to “Contact firing mode”
(Fig. O).
2. The contact firing mode indicator B will light up as shown in Fig. P.
27
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3. Ensure that no people or animals are in the work area.

4. Hold the product firmly on the handle grip (3) with one hand. Always keep your
hand away from the shot duct (13b).

5. Press the on/off trigger (2) and hold it in position (Fig. Q, step 1).

6. Press the safety yoke (13) onto the material/workpiece that you want to nail
(Fig. Q, step 2).

7. After the firing, release the safety yoke (13) and move it to next nailing position
(Fig. Q, step 3). Don'’t release the on/off trigger (2).

8. Press the safety yoke (13) to fire again (Fig. Q, step 4).

9. Repeat step 3 to step 4 for performing more firings.

° NOTE: In contact firing mode, keep squeezing the on/off trigger (2) before
| | pressing the safety yoke (13) onto the material/workpiece.

WARNING! Wear safety gloves when working on the nails and close to
them!

To prevent serious injury, keep your hands away from shot duct (13b)!
Remove the battery pack (18) while loading the magazine or conducting
any intermediate checks.

Use appropriate tools to remove debris, e. g. a brush! Never use your
bare hands!

(TR0 (=

1. Release the on/off trigger (2) and the safety yoke (13).

2. Press and hold the power switch button (@) for more than 0.5 seconds to switch off
the product.

3. Ensure that all indicators on the user interface (4) are turned off.

4. Remove the battery pack (18) and let it cool down.

5. Remove the nails from the magazine (12).

6. Check, clean and store the product as described below.

28
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Care & maintenance

WARNING! Always remove the battery pack (18) and let the product cool
down before performing inspection, maintenance and cleaning work!

Keep the product clean. Remove debris from it after each use and before storage.
Regular and proper cleaning will help ensure safe use and prolong the life of the
product.

3. Inspect the product before each use for worn and damaged parts. Do not operate
it if you find broken and worn parts.

N —

WARNING! Only perform repairs and maintenance work according to
these instructions! All further works must be performed by a qualified
specialist!

Clean

1. Clean the product with a damp cloth and pH-neutral soap. Use a brush for areas
that are hard to reach.

In particular clean the air vents (6) after every use with a cloth and brush.

Remove stubborn dust with high pressure air (max. 3 bar).

wn

° NOTE: Do not use chemical, alkaline, abrasive or other aggressive
| | detergents or disinfectants to clean this product as they might be harmful
to its surfaces.

4. Check for any damage and wear. Repair damages in accordance with this
instruction manual or take it to an authorised service centre before using the
product again.
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Maintenance

Before and after each use, check the product and accessories (or tool attachments)
for wear and damage. If required, exchange them for new ones as described in this
instruction manual. Observe the technical requirements.

Removing jams

WARNING! Wear safety gloves when working on the nails and close to
them!
Use proper tools to remove jammed nail! Never use your bare hands!

The jammed nail should be removed before being put back into use,

otherwise the mechanical device will be permanently damaged.

If a nail is caught in the magazine or unit, please proceed as follows:

1. Remove the battery pack (18).

2. Press the magazine cover release (9) and hold it in position, then pull the magazine

slider (10) out of the back of the nailer until it stops (Fig. R, steps 1, 2).

Remove all nails in the magazine (12) (Fig. R, step 3).

Rotate the lock lever (15) downwards and detach the lock ring (15a) from the hooks

(15b) (Fig. R, step 4).

Open the face plate (14) and hold it in position (Fig. R, step 5).

For the jammed nail, remove it with a suitable plier (not supplied) (Fig. S).

Secure the face plate (14) in reverse order (Fig. R, step 6). Ensure that the lock ring

(15a) is correctly engaged in the hooks (15b).

Keep the magazine (12) open and insert the battery pack (18),

Press and hold the power switch button (® for more than 0.5 seconds to switch on

the product (Fig. K).

10. The power indicator @, the firing mode indicator @Z3 and the full sequential firing
mode indicator will light up as shown in Fig. L.

11. Press and hold the inflating/firing mode button (B) for more than 2 seconds to
switch the firing mode to the inflating mode (Fig. T).

12. The inflating mode indicator @& will light up as shown in Fig. U.

13. Attempt to fire once on a piece of scrap soft wood (Fig. V, steps 1, 2), and the shot
duct (13b) will be cleared by the strong airflow.

B w

No o
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30

MNL_Erbauer_18V Cordless 55mm Nailer_GB_V05_230905.indd 30 9/05/23 14:38 PM



NOTE: Only one firing is possible in the inflating mode.
The firing mode button (A) or the inflating/firing mode button (B) will be
disabled later, press the power switch button to restart the product.

ho

14. Follow the “full sequential firing operation” and attempt to fire 3-4 times on a piece
of scrap soft wood.

15. If any malfunctions occur, stop using the product immediately and return to the
dealer.

This product does not contain any parts that can be repaired by the consumer. Contact
an authorised service centre or a similarly qualified person to have it checked and
repaired.

1. Remove the battery pack (18) and empty the magazine (12).

2. Clean the product as described above.

3. Clean and lubricate the safety yoke (13) as needed.

4. Store the product and its accessories in a dark, dry, frost-free, well-ventilated
place.

5. Always store the product in a place that is inaccessible to children. The ideal

storage temperature is between 10 °C and 30 °C.

6. We recommend using the original package for storage or covering the product with
a suitable cloth or enclosure to protect it against dust.

7. Charge the battery pack (18) before long-term storage.

Transportation

Remove the battery pack (18) and empty the magazine (12).

Attach transportation guards, if applicable

Always carry the product by its handle grip (3).

Protect the product from any heavy impact or strong vibrations which may occur
during transportation in vehicles.

Secure the product to prevent it from slipping or falling over.

hwn =
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Troubleshooting

Suspected malfunctions are often due to causes that the users can fix themselves.
Therefore check the product using this section. In most cases the problem can be
solved quickly.

WARNING! Only perform the steps described within these instructions!
All further inspection, maintenance and repair work must be performed
by an authorised service centre or a similarly qualified specialist if you
cannot solve the problem yourself!

working result

flush with the work surface

Problem Possible cause Solution
1. Product does |1.1. Battery pack is not 1.1. Attach properly
not start properly attached
1.2. Battery pack is discharged | 1.2. Remove and charge battery
pack
1.3. Battery pack is damaged |1.3. Check by a specialist
electrician
1.4. No firing after operating 1.4. Refer to section “Full
the on/off trigger (2) and sequential firing operation”
safety yoke (13) or “Contact firing operation ”
1.5. Other electrical defectto | 1.5. Check by a specialist
the product electrician
2. Product does |2.1. Battery pack capacity is 2.1. Charge battery pack
not reach full too low
power 2.2. Air vents are blocked 2.2. Clean the air vents
3. Unsatisfactory | 3.1. The driven nails are not 3.1. Choose suitable impact

force

3.2. Improper nails are used 3.2. Choose suitable size nails
4. The firing 4.1. Battery pack is discharged |4.1. Remove and charge battery
suddenly pack
stops 4.2. Battery pack is too hot 4.2. Remove battery pack and
let it cool down
4.3. Nail is blocked 4.3. Remove jam
4.4. Magazine (12) is empty 4.4. Refill the magazine (12)
5. Excessive 5.1. Face plate (14) is loose 5.1. Secure the face plate (14)
vibration or 5.2. Bolts/nuts are loose 5.2. Tighten bolts/nuts
noise
32
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Recycling and disposal

Waste electrical products should not be disposed of with household waste.
Please recycle where facilities exist.

Check with your Local Authority or local store for recycling advice.
]
For further information visit www.recycle-more.co.uk.
The product comes in a package that protects it against damage during shipping.
Keep the package until you are sure that all parts have been delivered and the product
is working properly. Recycle the package afterwards.
Disposal of an exhausted battery pack
The battery is Li-lon type. To preserve natural resources, please recycle or
Ef dispose of the battery pack properly. Consult your local waste authority for
information regarding available recycling and / or disposal options.
Discharge your battery pack by operating your tool, then remove the battery
pack from the tool and cover the battery pack connections with heavy duty
adhesive tape to prevent short circuit and energy discharge.
Do not attempt to open or remove any of the components.

33

MNL_Erbauer_18V Cordless 55mm Nailer_GB_V05_230905.indd 33 9/05/23 14:38 PM



Guarantee

We take special care to select high quality materials and use manufacturing techniques
that allow us to create products incorporating design and durability. This product
(Erbauer 18V Cordless 55mm Nailer) has a manufacturer’s guarantee of 3 years
against manufacturing defects, from the date of purchase (if bought in store) or date
of delivery (if bought online), at no additional cost for normal (non-professional or
commercial) household use.
To make a claim under this guarantee, you must present your proof of purchase (such
as a sales receipt, purchase invoice or other evidence admissible under applicable
law), please keep your proof of purchase in a safe place. For this guarantee to apply,
the product you purchased must be new, it will not apply to second hand or display
products. Unless stated otherwise by applicable law, any replacement product issued
under this guarantee will only be guaranteed until expiry of the original guarantee
period.
This guarantee covers product failures and malfunctions provided the product was
used for the purpose for which it is intended and subject to installation, cleaning, care
and maintenance in accordance with the information contained in these terms and
conditions, in the user manual and standard practice, provided that standard practice
does not conflict with the user manual.
This guarantee does not cover defects and damage caused by normal wear and tear
or damage that could be the result of improper use, faulty installation or assembly,
neglect, accident, misuse, or modification of the product. Unless stated otherwise by
applicable law, this guarantee will not cover, in any case, ancillary costs (shipping,
movement, costs of uninstalling and reinstalling, labour etc), or direct and indirect
damage.
This guarantee does not cover defects and damage caused by or resulting from:

» Normal wear and tear

» Overload, misuse or neglect

* Repairs attempted by anyone other than an authorised agent

» Cosmetic damage

» Damage caused by foreign objects, substances or accidents

 Accidental damage or modification

« Failure to follow manufacturer’s guidelines

» Loss of use of the goods
If the product is defective, we will, within a reasonable time, repair or replace it.
Rights under this guarantee are enforceable in the country in which you purchased this
product. Guarantee related queries should be addressed to the store you purchased
this product from.
The guarantee is in addition to and does not affect your statutory rights.
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Declaration of conformity

q3

(EN) EU DECLARATION OF CONFORMITY
(FR) DECLARATION UE DE CONFORMITE
(PL) DEKLARACJA ZGODNOSCI UE
(RO) DECLARATIA DE CONFORMITATE UE
(ES) DECLARACION UE DE CONFORMIDAD
(PT) DECLARAGAO DE CONFORMIDADE UE

Product/ Produit/ Produkt/Produsul/Producto/Produto
XI 18V Cordless 55 mm Nailer /Cloueursans fil 55 mm/ Gwozdziarkabezprzewodowa 55 mm/Pistol pentrucuie de
55 mm fara fir/ Clavadorainalambrica de /55 mm/ Pistola de pregossemfios de /55 mm
X _Serial number range 000001 to 999999
Name and address of the manufacturer or his authorised representative:
Nom et adresse du fabricant ou de son mandataire:
Nazwa i adres producenta lub jego upowaznionego przedstawiciela:
Denumirea si adresa producatorului sau a reprezentantului sau autorizat:
Nombre y direccion del fabricante o de su representante autorizado:
Nome e enderego do fabricante ou do respetivo mandatario:
Kingfisher International Products B.V.,
Rapenburgerstraat 175E,
1011 VM Amsterdam,
The Netherlands
This declaration of conformity is issued under the sole responsibility of the manufacturer.
La présente déclaration de conformité est établie sous la seule responsabilité du fabricant.
Niniejsza deklaracja zgodno$ci wydana zostaje na wytgczng odpowiedzialno$¢ producenta.
Prezentadeclaratie de conformitate este emisa pe raspundereaexclusiva a producatorului.
La presente declaracion de conformidad se expide bajo la exclusiva responsabilidad del fabricante.
A presente declaragdo de conformidade é emitida sob a exclusiva responsabilidade do fabricante.
Objectofthedeclaration/Objet de la declaration/Przedmiotdeklaracji/Obiectuldeclaratiei/Objeto de la declaracion/Objeto da declaragéo
Product/Produit/Produkt/Produsul/Producto/ | Model/Modéle/Model/Modelul/Modelo/Model | EAN

Produto o
18V Cordless 55 mm Nailer / Cloueur | ERI967NAL 5063022074317
sans fil 55 mm/

Gwozdziarkabezprzewodowa

55 mm/Pistol pentrucuie de 55 mm fara
fir / Clavadorainaldmbrica de /55 mm/
Pistola de pregossemfios de /55 mm

The object of the declaration described above is in conformity with the relevant Union harmonisation legislation:

L’objet de la déclaration décrit ci-dessus est conforme a la législation d’harmonisation de I'Union applicable:

Wymieniony powyzej przedmiot niniejszej deklaracji jest zgodny z odno$nymi wymaganiami unijnego prawodawstwa harmonizacyjnego:
Obiectuldeclaratieidescrismai sus este inconformitateculegislatiarelevanta de armonizare a Uniunii:

El objeto de la declaracién descrita anteriormente es conforme con la legislacién de armonizacién pertinente de la Unién:

O objeto da declarag&o acima descrito esta em conformidade com a legislagéo de harmonizagdo da Unido aplicavel:

2006/42/EC as amended ~ Machinery Directive

2014/30/EU as amended  Directive Electromagnetic compatibility

2011/65/EU as amended  Directive Restriction of the use of certain hazardous substances in electrical and electronic equipment
Directive 2006/42/CE relative aux machines

2014/30 / UE telle que modifiée Directive Compatibilité électromagnétique

Directive 2011/65/UE relative a la limitation de I'utilisation de certaines substances dangereuses dans les équipements électriques et
électroniques

2006/42/WE w zmienionej dyrektywie maszynowej

2014/30 / UE ze zmianami Dyrektywa Kompatybilno$¢ elektromagnetyczna

2011/65 / UE ze zmianami Dyrektywa Ograniczenie stosowania niektérych niebezpiecznych substancji w sprzecie elektrycznym i
elektronicznym

2006/42/CE, astfel a fost modificatad Directiva privind echipamentele

2014/30/UE, astfel a fost modificata Directiva privind compatibilitatea electromagnetica

2011/65/UE, astfel a fost modificata Directiva privind limitarea utilizarii anumitor substante periculoase in echipamentele electrice si
electronice

Directiva sobre maquinaria modificada 2006/42/CE

2014/30/UE modificada Directiva Compatibilidad electromagnética

2011/65/UE modificada Directiva Restriccion del uso de determinadas sustancias peligrosas en equipos eléctricos y electrénicos
2006/42/CE como diretiva de maquinas alteradas

2014/30/UE como alteragdo da compatibilidade eletromagnétic

2011/65/UE como restrigao diretiva alterada da utilizagédo de certas substancias perigosas em equipamentos elétricos e eletrénicos

References to the relevant harmonised standards used or references to the other technical specifications in relation to which conformity is
declared:

Références des normes harmonisées pertinentes appliquées, y compris la date de celles-ci, ou des autres specifications techniques, y
compris la date de celles-ci, par rapport auxquelles la conformité est déclarée:
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Odwotania do odno$nych norm zharmonizowanych, ktére zastosowano, wraz z datg normy, lub do innych specyfikacji technicznych, wraz z
datg specyfikacji, w odniesieniu do ktérych deklarowana jest zgodno$c:

Trimiteri la standardele armonizate relevante folosite, inclusiv data standardului, sau trimiteri la celelalte specificatii tehnice, inclusiv data
specificatiilor, in legatura cu care se declara conformitatea:

Referencias a las normas armonizadas pertinentes utilizadas, incluidas las fechas de las normas, o referencias a las otras especificaciones
técnicas, incluidas las fechas de las especificaciones, respecto a las cuales se declara la conformidad:

Referéncias as normas harmonizadas aplicaveis utilizadas, incluindo a data da norma, ou as outras especificagdes técnicas, incluindo a data
da especificagdo, em relagdo as quais é declarada a conformidade:

EN IEC 55014-1:2021

EN IEC 55014-2:2021

EN 60745-1:2009+A11

EN 60745-2-16:2010

Authorised signatory and technical file holder/signataire et responsable de la documentation technique authorisé/podmiot uprawniony do
wystawienia i adres prezechowywania dokumentaciji technicznej/semnatar autorizat si detinator al dosarului tehnic/firmante autorizado y
titular del expediente tecnico/signatario autorizado e detentor da ficha técnica

Kingfisher International Products B.V.,
Rapenburgerstraat 175E,

1011 VM Amsterdam,

The Netherlands

David Awe
Group Quality Director On :08/08/2023
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(UK) DECLARATION OF CONFORMITY

Product
X 18V Cordless 55mm Nailer
X ERI967NAL

X Serial number range from000001to 999999

Name and address of the manufacturer or his authorised representative:

Kingfisher International Products Limited
1 Paddington Square

London

W2 1GG

United Kingdom

This declaration of conformity is issued under the sole responsibility of the manufacturer.

Object of the declaration

Product Model

EAN

18V Cordless 55mm Nailer ERI967NAL

5063022074317

The object of the declaration described above is in conformity with the relevant legislation:

amended

Supply of Machinery (Safety) Regulations 2008 as amended
Electromagnetic Compatibility Regulations 2016 as amended
The Restriction of the use of Certain Hazardous Substances in Electrical and Electronic Equipment Regulations 2012 as

conformity is declared:

References to the relevant designated standards used or references to the other technical specifications in relation to which

BS EN IEC 55014-1:2021
BS EN IEC 55014-2:2021
EN 60745-1:2009+A11
EN 60745-2-16:2010

Authorised signatory and technical file holder:

Kingfisher International Products Limited
1 Paddington Square

London

W2 1GG

United Kingdom

David Awe
Group Quality Director

On 18/08/2023
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Erbauer

Manufacturer, Fabricant, Producent,
Producator, Fabricante:

UK manufacturer:

Kingfisher International Products Limited
3 Sheldon Square London W2 6PX
United Kingdom
www.kingfisher.com/products

EU manufacturer:
Kingfisher International Products B.V.
Rapenburgerstraat 175E
1011 VM Amsterdam
The Netherlands

@ www.diy.com | www.screwfix.com | www.screwfix.ie

To view instruction manuals online,
visit www.kingfisher.com/products

Customer Helpline:
UK 03301248111 erbauer@powertoolservicing.co.uk
Eire 0035312479977 erbauer@powertoolservicing.co.uk
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