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The Matter Wireless Room Thermostat and Boiler Receiver 
combination provides seamless connectivity and efficient 
control of your home’s heating and hot water systems.

The Boiler Receiver, acting as a router, communicates with 
the thermostat via the Thread protocol and connects to the 
internet via Wi-Fi for remote access. The Receiver features a 
second relay for hot water control, ensuring comprehensive 
management of both systems. 

This advanced setup ensures reliable performance and 
convenience, making it an ideal choice for modern smart 
homes.

1. Introduction
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3. Product Compliance
Hereby, Salus Controls plc declares that the radio equipment 
type IT850, operating in the 2.4GHz frequency band, is in 
compliance with Directive 2014/53/EU. 

The full text of the EU and UK Declarations of Conformity is 
available at the following internet address: 
www.habismarthome.com/legal.
 
The PSTI Statement of Compliance is available at the 
following internet address: www.habismarthome.com/legal. 

The warranty policy is available at the following internet 
address: www.habismarthome.com/legal.

2. Safety Information

Use in accordance with the regulations. Indoor use only. 
Keep your device completely dry.

For optimal performance and safety, the installation of the 
receiver and thermostat must be carried out by a qualified 
installer. Professional expertise ensures correct setup, safe 
connections, and compliance with all relevant regulations, 
helping to protect your equipment and guarantee reliable 
operation.



4. Thermostat Display & Buttons
1.  RF Signal Indicator

2. Low Battery Indicator

3. Temperature Display

4. Settings Indicator

5. Heating Indicator

6. Ring dial

7. Locked Mode (Children Protection)

8. Off Mode (Frost Protection)

9. Function Button

5. Receiver Buttons & Functions

HEATING

HOT WATER

AUTO

ON

OFF

1

HEATING

HOT WATER

AUTO ON OFF

2

10s - Factory Reset 3s - Setup
10s - Reset WiFi Settings

3 4

1.  Central Heating slide switch 

2. Domestic Hot Water switch

3. Factory Reset push button

4. Setup & WiFi Reset button

AUTO - Depending on the system output decision, Central Heating and/or 

Hot Water will be ON or OFF.

ON     - Central Heating and/or Hot Water always ON.

OFF    - Central Heating and/or Hot Water is turned OFF.
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6. First setup

6.1 Powering up and mounting the thermostat

Make two holes in 
accordance with the 

position of the 2 screws.

Tighten the screws 
in order to fix the wall 

mounting plate.

21

Insert the batteries 
(x2 AA alkaline) on the 
back of the thermostat.

Fix the thermostat on 
the fixed wall mounting 

plate.

3 4

3

The device will power up once 
the batteries are put in place and 
after a few seconds the home 
screen will be shown.
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6.2 Powering up and mounting the receiver

To power up the receiver the following mounting procedure 
and the corresponding wiring diagrams must be followed 
for each case.
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Loosen the screws on the 
underside of the receiver.

Remove the backplate 
from the front panel.

Fix the backplate to the 
wall following the direction 

as shown above.

5
Put the front panel back onto the 
backplate by aligning the fittings and 
pushing it in place then securely fasten 
the screw.

4

Wire up the backplate 
referring to one of the 
diagrams on the next 

pages.

Installation must be carried out by a qualified person in 
accordance to national and EU regulations.
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Heating only - 230V switching

Heating only - volt-free output for Combi boiler
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Heating and Domestic Hot Water - S Plan
230V

Heating and Domestic Hot Water - Y Plan
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7. Pairing process

Once the receiver has been powered up, the pairing 
process can begin.

7.1 Install the App

7.2 Adding the Receiver

After installing the App and creating an account, the receiver 
is ready to be added.

Scan the QR 
code provided 
on the side of 
the receiver. 

MAC

 
Address

xxxxxxxxxxxx

Wi-Fi

1

Select 
Add New Receiver.

2

Select the discovered 
receiver.

Download the Habi mobile 
application by scanning the 
QR code provided.

7

Optional: In case you 
cannot identify the 
receiver while performing 
the Network Scan, you 
can choose Pairing Code 
or QR Code option



7.3 Pairing of the Thermostat

1

From Devices menu select 
ADD NEW DEVICE.

Select the network.

3

Add the WiFi Password
and select NEXT.

4

WiFi Password

5

Add requested 
informations and 

select Save to finish.

2

Discovered Devices

Looking for devices

Thermostat 1

Select the found 
Thermostat 
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Note: To get access to the QR 
code, you can easily remove 
the thermostat from the wall 

mounting plate by  gently 
pulling it outward from the 
bottom edge near the dial.

XXXX-XXX-XXXX

Optional: If the thermostat cannot be 
identified during network scanning, you can 

use the Pairing Code or QR Code option. 
Both the QR Code and Setup Code are 
located on the back of the thermostat.



Thermostat has been 
paired and added to 

Devices page.
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Save the Thermostat.
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HEATING

HOT WATER

AUTO

ON

OFF

3 sec

HEATING

HOT WATER

AUTO

ON

OFF

3s - Setup
10s - Reset WiFi Settings

10s - Factory Reset

3s - Setup
10s - Reset WiFi Settings

If installed by an installer, ownership can be transferred by unregistering 
the receiver from the Habi Cloud without losing device pairing or settings.
The thermostat and receiver will continue controlling the heating system 
even without WiFi or internet.

Thermostat: The pairing mode on the thermostat will deactivate 5 
minutes after being powered on. To reactivate, perform a power reset by 
reinserting the battery or performing a factory reset. In the event of any 
error or interruption during commissioning, it is recommended to perform 
a factory reset on the thermostat and repeat the commissioning steps.
To perform a factory reset on the thermostat:
1.	 Long press function button to enter menu.
2.	 Rotate the Ring dial until the screen displays ‘d06’.
3.	 Press function button again; ‘FR’ will appear on the screen.
4.	 Press and hold function button to initiate the factory reset.
5.	 The screen LED will turn on once the factory reset is complete.

Receiver: The receiver’s pairing mode will remain active for 15 minutes 
and can be reactivated using the Setup button located in the right 
pinhole. 

If no WiFi available for first-time installation, use a second phone to 
create a temporary WiFi hotspot. Register the receiver on the Habi Cloud 
via the Habi app on the first phone and complete the Matter thermostat 
commissioning in the app. 



Maintaining a policy of continuous product development HABI reserves the right to 
change specifications, design and materials of products listed in this brochure without 
prior notice.

SALUS Controls plc SALUS Controls GmbH

Use of the Works with Apple badge means that an accessory has been designed to work specifically with 
the technology identified in the badge and has been certified by the developer to meet Apple’s performance 
standards. Apple is not responsible for the operation of this device or its compliance with safety and regu-
latory standards.

Apple, HomePod, HomePod mini, and iPhone are trademarks of Apple Inc., registered in the U.S. and other 
countries and regions. The Works with Apple Home badge is a trademark of Apple Inc.

Requires a Thread-enabled Apple Home hub such as HomePod or Apple TV running the latest software. A 
compatible Thread border router is also required when using HomePod (1st generation), Apple TV 4K (3rd 
generation) Wi-Fi, Apple TV 4K (1st generation), Apple TV HD, or Apple TV (4th generation).

Amazon, Alexa and all related logos are trademarks of Amazon.com, Inc. or its affiliates.

SmartThings is a trademark of Samsung Electronics Co., Ltd.

Google, Google Home and Google Play are trademarks of Google LLC.
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