Installation Instruction
A207 Fill Valve + B228 Dual Flush Valve + C529 Lever
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Disassemble the Lock Nut for valve
installation.

2. B232 Dual Flush Valve
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Disassemble Round Nut and Lock Nut
for VALVE installation. Position the
VALVE inside tank. Push down on the
Valve Body and tightening Lock Nut.

3. C529 Lever

Unlock the Button Fixer of claw
housing, take out the front lever,
then loosen the lever nut.
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| Cannecting Water Supply Pipe

Position VALVE inside tank. Push down
on the Valve Shank (not the TOP) while
tightening Lock Nut. Screw the Valve
Shank clockwise, and pull the Valve
Body to an expected height.

Position the TANK on the Toilet
Bow! properly, Then tightening
Round Nut.

Install the lever in the front hole and fix the

nut properly.

Adjusting water level by screwing Floal Bolt and
move the Float Housing up or down along the
Valve Body to join with the Float. Pay attention
the Float Housing should be attached to the
Float and the Arm isn't raised. Take out of the
Filter and clean it often.

Unlock the Fixing Clip to adjust
the Overflow Pipe to desired
height, then lock the Fixing Clip.
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Make the Cable smooth, install the Lever
on the Junction Box, and then close the
Tank Lid. Fill the Tank with water and push
the Full&Half Button to check whether the
flushing is normal or not.

Note: Subject to the product if any difference.



