Installation Instructions For Floor Fixing kit

1. The WE pan sheuld be installad on a flad surfece and
placad in ilz final intendad posifion.

2. Using the diagram below as 3 quide, position each plaslic
floor fixing bracket inside thea wals of the WC pan diracily
bahind tha fiking holkes.

3. Mark off ard using the plugs, washer and fiking screws
prowidad, onill and securs the plestic brecket o the floor.
“ou wil nead o move the pan away from the brackets o
make saca for fming.

3. With tha fixing brackats firmly in position, reglaca the
WC pan back in positen. Chesk that the fimng brackeats
lina up wilh tha holas in tha WE pan.

4. From the oubside wal of the WC pan. place the plastic
covar gaskat ovar the side fixing screw and thread inte
the floar fixing brackel Take care not to over-tighten.

4. Placa tha covar cags over tha haad of the =ide fixing
scraws, If required use a smal amouwnt of silicone zaalant
la assist with aflaching tha cover caps parmanently.

B, Chack W is firmly fimad.

Diagram Key
-ilﬁ Flat surfaca
fg} Flugs
(3) Plastic floor fidng bracket
:4-:' Washer
nj_:" Floor fixing screw
:é:' Plasic cover gaskel
'E' Side fizing scraw
:-_é-:' Cover cap

:éj- Wi'Z pan




Installation Instruction
A122 Fill valve + B2650 Flush Valve + C245 Push Button

Push Button
Blg Nut Important: Before installation, please remove

Tank Junction Box the old fittings and clean the tank. Please clean
Float Bolt Cable the water supply pipe first for newly installed
Float Housing Half Flush Adjustment one. Do not use plumber's putty to seal the
Overflow Pipe fittings. Do not use chlorine(bleach) cleaners or
Seal Washer
Valve Body related products.
Plastic Washer
Seal Washer Lock Nut
Lock Nut Rubber Washer
Diagram
1.A122Fill Valve:
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— Connecting Water Supply Pipg
Disassemble the Lock Nut and Paosition VALVE inside tank.Twist the Adjusting water level by screwing Float
Plastic Washer for valve installation. Valve Shank clockwise, and pull the Bolt , Take out of the Filter and clean it
Valve Body to an expected height,and often.
then twist the Valve Shank anticlockwise
to fixed it.

2. B2650 Flush Valve

Disassemble Hexagon Nut for Valve Nest the Rubber Washer in the
installation. Position the VALVE inside the Lock Nut

TANK. Push down on the Valve Body

while tightening the Hexagon Nut from

outside.

Disassemble the Lock Nut,install the bolts
through the holes of the Tank and then
position the Tank on the Toilet Bowl
properly. Fix the Tank to Toilet Bowl with
the Lock nut tightly.

3. C245 Push Button
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T |_. Cable
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. Make the Cable smooth, install the Button Installation for Front Push and
Install the Button on the Tank Lid on the Junction Box, and then close the Side Push is the same as Top
Tank Lid. Fill the Tank with water and push Push.

the Full&Half Button to check whether the
flushing is normal or not.

Note: Subject to the product if any difference.






