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Command™ Picture Hanging Strips 
 

                          

General Description 
Command™ Picture Hanging Strips combine an interlocking 
fastener with a Command® Adhesive Strip to provide strong 
holding power and clean removability with detachability.  The 
interlocking fasteners “click” together tightly but can be peeled 
apart easily. 
 
Command® Adhesive Strips are high performance pressure 
sensitive adhesive strips with a stretchable foam backing which 
allows for clean, damage-free removal from most surfaces. The 
adhesive strips adhere to a wide variety of surfaces and are 
quick and easy to install without tools.   
 

The strips come in multiple sizes and are available with a white 
or black foam backing.  The strips are great for mounting 
frames, pictures, and other flat items to most wall surfaces. 

 

 

 

Strip Construction 
Note: The following technical information and data should be considered representative or typical only 
and should not be used for specification purposes. 
Backing Polyethylene Foam 

Adhesive Type Silicone 

Interlocking Fastener Polypropylene Stems 

Average Thickness (Foam Tab Only)                            1.07 mm 

Average Thickness (Foam and Fastener) 2.54 mm 

Color White or Black 

Release Liner Thickness 0.005 mm, Clear PET 

Approximate Foam Density 96 kg/m3 

 
 
Typical Physical Properties and Performance Characteristics 
Note: The following technical information and data should be considered representative or typical only 
and should not be used for specification purposes. 

Static Shear Strength (ASTM D-3654) 1000 g at 22°C 

Temperature Resistance 10°C to 40°C 

U.V. Resistance Not recommended for direct exposure to U.V. light 

Storage Conditions 
Recommend to store under normal conditions of 16° to 
27°C and 40 to 60% relative humidity in the original 
packaging 

 

http://www.3m.com/my3M/en_WW/CHIM-global-marketing-assets/products/~/Command-Black-Large-Picture-Hanging-Strips?N=8730165+3294737309&rt=rud
http://www.3m.com/my3M/en_WW/CHIM-global-marketing-assets/products/~/Command-Small-Picture-Hanging-Strips-Value-Pack?N=8730165+3294774296&rt=rud
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Available Sizes 
Note: The following technical information and data should be considered representative or typical only 
and should not be used for specification purposes. 

 Strip Width & Length Tab Length 
Adhesive (Wall Side) and Fastener 
(Interlocking Side) Width & Length  

XL 
    2.22 cm x 11.10 cm 2.22 cm 2.22 cm x 8.89 cm 

Large 
1.90 cm x 9.27 cm 1.90 cm 1.90 cm x 7.36 cm 

Medium 1.90 cm x 6.98 cm 1.90 cm 1.90 cm x 5.08 cm 

Small 1.58 cm x 5.39 cm 1.90 cm 1.58 cm x 2.49 cm 

Mini 1.27 cm x 3.97 cm 1.27cm 1.27 cm x 2.38 cm 

Narrow 1.27 cm x 9.27 cm 1.90 cm 0.64 cm x 7.36 cm 

 
 

   
 

 
 

 
Feature 

 
Advantage 

 
Benefit 

Pressure-Sensitive Adhesive 
Strips 

High adhesion Excellent holding power 

 Broad adhesion Adheres to a wide variety of surfaces 

 Quick and easy to install No tools required 

Stretch-Release Technology Easy removal Removes cleanly from most surfaces 
without damage 

Foam Backing Conformable Adheres to both smooth and semi-rough 
surfaces 

Silicone Adhesive Humidity Resistance Allows for use in humid environments 

Interlocking Fastener Secure fastener 
engagement 

No frame hardware needed; items are held 
securely to the surface 

  Fasteners “click” together, providing 
indication of secure engagement of strips 

 Detachable Mounted items can be removed damage 
free 

  Able to hold frames up to 70 x 100 cm 
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Application and removal for Picture Hanging Strips: 
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Notes: 
• Failure to follow instructions carefully may result in damage or injury 
• Do not use with wallpaper 
• May not adhere well to vinyl surfaces 
• DO NOT use for antiques, heirlooms, or other valuable or irreplaceable items 
• DO NOT hang objects over beds 
• DO NOT hang objects greater than 5 cm thick 
• Adhesive could soften and lose adhesion above 50°C 
• Not for use in direct sunlight 
• Will not adhere to dirty, dusty, or oily surfaces 
• Wait at least 7 days to apply to freshly painted surfaces 
• Not recommended for use on bare wood, rough or porous unpainted surfaces 
• Holding capacity is reduced if adequate pressure is not applied over 30 seconds or if the 

load is applied less than one hour after the adhesive has been applied 
 

 
3M Home Improvement and 
Consumer Well Being Division 
 

 
IMPORTANT NOTICE: All statements, technical information and recommendations herein are based on tests and studies  
3M believes to be reliable. 3M does not warrant or guarantee the accuracy or completeness of this information. Because  
there are many factors that can affect the use and performance of this product, some of which are uniquely within the user’s  
knowledge and control, it is essential that the user evaluates this product to determine whether it is fit for a particular  
purpose, is suitable for the user’s method of application, and meets the user’s performance specifications and expectations.  
Before any use, it is always recommended to read and follow the instructions for use and to conduct tests to validate the  
adequacy of the product with regard to the envisaged use. Any action or use of the product made in breach of these  
indications is at the risks of the user and consequently 3M cannot be held responsible for whatever negative consequences  
may arise out of or in connection with any breach of the given instructions and indications. Compliance with 3M instructions  
for use and other recommendations does not exempt the user from respecting other local applicable rules (safety rules,  
standards and procedures) governing the use of the concerned product in specific contexts and/or through specific means  
or tools. 
Limitation of Liability: 3M’s only obligation shall be to replace such quantity of this 3M product proved to be defective or  
to return the purchase price. Statements or recommendations not contained herein shall not have any force or effect unless  
included in an agreement signed by a 3M officer. 
3M reserves the right to amend the whole or part of this document at any time, without notice. 
Terms and Conditions of product warranty are set forth in contractual documents of sale and subject to mandatory  
applicable laws 

 
3M, Command, and the Plaid Design are trademarks of 3M Company.  © 3M 2025 
 


